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as vessels, vessel sections, fabricating 
shops, and subassembly areas that are 
free of fire hazards. 

(2) Non-designated Areas. (i) Before 
authorizing hot work in a non-des-
ignated area, the employer must vis-
ually inspect the area where hot work 
is to be performed, including adjacent 
spaces, to ensure the area is free of fire 
hazards, unless a Marine Chemist’s cer-
tificate or Shipyard Competent Per-
son’s log is used for authorization. 

(ii) The employer shall authorize em-
ployees to perform hot work only in 
areas that are free of fire hazards, or 
that have been controlled by physical 
isolation, fire watches, or other posi-
tive means. 

NOTE TO PARAGRAPH (a)(2): The require-
ments of paragraph (a)(2) apply to all hot 
work operations in shipyard employment ex-
cept those covered by § 1915.14. 

(b) Specific requirements—(1) Maintain-
ing fire hazard-free conditions. The em-
ployer must keep all hot work areas 
free of new hazards that may cause or 
contribute to the spread of fire. Unex-
pected energizing and energy release 
are covered by 29 CFR 1915.181, Subpart 
L. Exposure to toxic and hazardous 
substances is covered in 29 CFR 
1915.1000 through 1915.1450, subpart Z. 

(2) Fuel gas and oxygen supply lines 
and torches. The employer must make 
sure that: 

(i) No unattended fuel gas and oxygen 
hose lines or torches are in confined 
spaces; 

(ii) No unattended charged fuel gas 
and oxygen hose lines or torches are in 
enclosed spaces for more than 15 min-
utes; and 

(iii) All fuel gas and oxygen hose 
lines are disconnected at the supply 
manifold at the end of each shift; 

(iv) All disconnected fuel gas and ox-
ygen hose lines are rolled back to the 
supply manifold or to open air to dis-
connect the torch; or extended fuel gas 
and oxygen hose lines are not recon-
nected at the supply manifold unless 
the lines are given a positive means of 
identification when they were first 
connected and the lines are tested 
using a drop test or other positive 
means to ensure the integrity of fuel 
gas and oxygen burning system. 

§ 1915.504 Fire watches. 

(a) Written fire watch policy. The em-
ployer must create and keep current a 
written policy that specifies the fol-
lowing requirements for employees per-
forming fire watch in the workplace: 

(1) The training employees must be 
given (§ 1915.508(c) contains detailed 
fire watch training requirements); 

(2) The duties employees are to per-
form; 

(3) The equipment employees must be 
given; and 

(4) The personal protective equip-
ment (PPE) that must be made avail-
able and worn as required by 29 CFR 
Part 1915, Subpart I. 

(b) Posting fire watches. The employer 
must post a fire watch if during hot 
work any of the following conditions 
are present: 

(1) Slag, weld splatter, or sparks 
might pass through an opening and 
cause a fire; 

(2) Fire-resistant guards or curtains 
are not used to prevent ignition of 
combustible materials on or near 
decks, bulkheads, partitions, or 
overheads; 

(3) Combustible material closer than 
35 ft. (10.7m) to the hot work in either 
the horizontal or vertical direction 
cannot be removed, protected with 
flame-proof covers, or otherwise shield-
ed with metal or fire-resistant guards 
or curtains; 

(4) The hot work is carried out on or 
near insulation, combustible coatings, 
or sandwich-type construction that 
cannot be shielded, cut back, or re-
moved, or in a space within a sandwich 
type construction that cannot be 
inerted; 

(5) Combustible materials adjacent to 
the opposite sides of bulkheads, decks, 
overheads, metal partitions, or sand-
wich-type construction may be ignited 
by conduction or radiation; 

(6) The hot work is close enough to 
cause ignition through heat radiation 
or conduction on the following: 

(i) Insulated pipes, bulkheads, decks, 
partitions, or overheads; or 

(ii) Combustible materials and/or 
coatings; 

(7) The work is close enough to un-
protected combustible pipe or cable 
runs to cause ignition; or 
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(8) A Marine Chemist, a Coast Guard- 
authorized person, or a shipyard Com-
petent Person, as defined in 29 CFR 
Part 1915, Subpart B, requires that a 
fire watch be posted. 

(c) Assigning employees to fire watch 
duty. (1) The employer must not assign 
other duties to a fire watch while the 
hot work is in progress. 

(2) Employers must ensure that em-
ployees assigned to fire watch duty: 

(i) Have a clear view of and imme-
diate access to all areas included in the 
fire watch; 

(ii) Are able to communicate with 
workers exposed to hot work; 

(iii) Are authorized to stop work if 
necessary and restore safe conditions 
within the hot work area; 

(iv) Remain in the hot work area for 
at least 30 minutes after completion of 
the hot work, unless the employer or 
its representative surveys the exposed 
area and makes a determination that 
there is no further fire hazard; 

(v) Are trained to detect fires that 
occur in areas exposed to the hot work; 

(vi) Attempt to extinguish any incip-
ient stage fires in the hot work area 
that are within the capability of avail-
able equipment and within the fire 
watch’s training qualifications, as de-
fined in § 1915.508; 

(vii) Alert employees of any fire be-
yond the incipient stage; and 

(viii) If unable to extinguish fire in 
the areas exposed to the hot work, ac-
tivate the alarm. 

(3) The employer must ensure that 
employees assigned to fire watch are 
physically capable of performing these 
duties. 

§ 1915.505 Fire response. 
(a) Employer responsibilities. The em-

ployer must: 
(1) Decide what type of response will 

be provided and who will provide it; 
and 

(2) Create, maintain, and update a 
written policy that: 

(i) Describes the internal and outside 
fire response organizations that the 
employer will use; and 

(ii) Defines what evacuation proce-
dures employees must follow, if the 
employer chooses to require a total or 
partial evacuation of the worksite at 
the time of a fire. 

(b) Required written policy informa-
tion—(1) Internal fire response. If an in-
ternal fire response is to be used, the 
employer must include the following 
information in the employer’s written 
policy: 

(i) The basic structure of the fire re-
sponse organization; 

(ii) The number of trained fire re-
sponse employees; 

(iii) The fire response functions that 
may need to be carried out; 

(iv) The minimum number of fire re-
sponse employees necessary, the num-
ber and types of apparatuses, and a de-
scription of the fire suppression oper-
ations established by written standard 
operating procedures for each type of 
fire response at the employer’s facility; 

(v) The type, amount, and frequency 
of training that must be given to fire 
response employees; and 

(vi) The procedures for using protec-
tive clothing and equipment. 

(2) Outside fire response. If an outside 
fire response organization is used, the 
employer must include the following 
information in the written policy: 

(i) The types of fire suppression inci-
dents to which the fire response organi-
zation is expected to respond at the 
employer’s facility or worksite; 

(ii) The liaisons between the em-
ployer and the outside fire response or-
ganizations; and 

(iii) A plan for fire response functions 
that: 

(A) Addresses procedures for obtain-
ing assistance from the outside fire re-
sponse organization; 

(B) Familiarizes the outside fire re-
sponse organization with the layout of 
the employer’s facility or worksite, in-
cluding access routes to controlled 
areas, and site-specific operations, oc-
cupancies, vessels or vessel sections, 
and hazards; and, 

(C) Sets forth how hose and coupling 
connection threads are to be made 
compatible and includes where the 
adapter couplings are kept; or 

(D) States that the employer will not 
allow the use of incompatible hose con-
nections. 

(3) A combination of internal and out-
side fire response. If a combination of in-
ternal and outside fire response is to be 
used, the employer must include the 
following information, in addition to 
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